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Mechanical

Dimensions

[LxWxH] (cm)

24.4 x 21.7 x 

8.0

Operating 

Temperature
-40 to +85 OC

Protection 

level
IP54

Electrical

Autonomy ~20hr

Battery 3.7V 3600mAh

Charging
USB Type-C, 

3 A

Certification FCC,CE,ROHS

GNSS

Signals GAL: E1B/C, E5b,

GPS: L1C/A, L2C,

GLO: L1OF, 

L2OF 

BDS: B1I, B2I

SBAS: L1C/A

QZSS: L1C/A L1S 

L2C

Number of 

channels
184

Update rate
RTK: 8Hz

RAW: up to 20Hz

Positioning

Static
H: 5 mm+0.5 ppm 

V: 10 mm+1 ppm 

PPK
H: 8 mm+0.5 ppm 

V: 12 mm+1 ppm 

RTK
H: 10 mm+1 ppm 

V: 14 mm+1 ppm 

Data

Corrections RTCM3

Position

output
NMEA

Data

logging
raw, RINEX
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Skyfall - Characteristics

• Geodetic grade GNSS receiver (GPS, GLONASS, Galileo, BeiDou, QZSS)

• Static, RTK, PPK modes

• NTRIP RTK & RF RTK

• Simple and efficient Android App for smartphones

• RINEX format raw data export

• BYOD (Bring Your Own Device) philosophy 

(smarthone as a controller, powerbank as power source) 

• Innovative design with foldable antenna for RTK base/rover
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